TECHNICAL
CANOPY GEAR

STANDARD DOOR AND BRICKWORK APERTURE SIZES NOTES

B Itis recommended that Locklift Canopy is fitted to a weatherbeaded 70mm x ~ Door sizes given represent opening sizes within the frame. Door leaves are
70mm timber “goalpost” frame, although the daar can be fitted to a smaller approximately 19 mm narrower and 25 mm shorter to allow for operating clearances

side jamb down to & minimum of 45 mm wide. This frame is not supplied. and tolerances Within the brickwork' aperture dimensions include a 3 mm gap between
A Henderson garage doors Quick-fit steel frame can also be used. Locklift the frame and brickwork on all three sides to allow for coursing and tolerances. ‘Behind
Canopy steel framed dimensions are 54 mm wide on side section, 68 mm high  the bridkwork aperture dimensions allow the frame to overlap into the aperture by a
on top section and 35 mm deep all round, plus there is also an option of a minimum of 13 mm on both sides to allow for coursing and tolerances.

68mm wide side jamb.
B The minimum headroom required above the kower face of the top timber or
lintel Is 65 rmm.

BRICKWORK APERTURE SIZES FOR FRAMES FITTED WITHIN THE OPENING
Timber frame (T0xT0mm) | S4mm Quick-fit steel frame  ~ 68mm Quick-fit steel frame

Door size Brickwork aperture Brickwork aperture Brickwork aperture
Size code Width ¢ height width % height width X height width x height

b666 1981 x 198Imm 2T x 2054mm 2095 x 2052mm 123 x 2052mm
6670 1981 x 2134mm 227 x 2207mm 2095 x 2205mm 2123 x 2205mm
1066 234 x 1981mm 2280 x 2054mm 2248 x 2053mm 1276 x 2052mm
T070 134 x 134mm 2280 x 2207mm 2048 x 2205mm 276 x 205mm
B 2002 x 1930mm 2368 x 2003mm 2336 x 200Imm 1364 « 200Imm
1566 2261 « 198Imm 2407 x 2054mm 315 x 2052mm 2403 x 2052mm
15710 1261 x 2134mm 2407 x 2207mm 1375 x 2205mm 2403 x 1205mm
1666 2286 x 1981mm 2432 x 2054mm 2400 x 2052mm 2418 x 2051mm
1670 1286 x 2134mm 432 x 120Tmm 2400 x 2205mm 2418 % 1205mm
8066 2438 x 1981mm 1584 x 2054mm 2552 x 2052mm 2580 x 2052mm
8070 138 x 2134mm 2584 x 2207mm 1552 x 105mm 2580 x 2205mm

BRICKWORK APERTURE SIZES FOR FRAMES FITTED BEHIND THE OPENING
Timber frame (10x70mm) | S4mm Quick-fit steel frame = 68mm Quickefit steel frame

Door size Brickwork aperture Bridkwork aperture Brickwork aperture
fize code width  height width % height Width  height width x height

6666 1981 x 1981mm 2007 « 1981mm 2007 x 1981 mm 1007 « [98Imm
5670 1981 % 2134mm 2007 x 2134mm 2007 x 2134mm 2007 x 2134mm
1066 2134 x 1981mm 2060 x 1981 mm 2160 x 198/ mm 2160 x 1981 mm
070 2134 x 2134mm 2160 x 2134mm 2160 x 2134mm 2160 x 2134mm
1364 022 x 1930mm 1248 x 1930mm 148 x 1930mm 1248 x 1930mm
7566 1261 x 1981mm 2287 % 198 1mm 2287 x [981mm 1287 x 1981mm
1570 261 % 2134mm 1267 x 113dmm 1287 x 2134mm 1287 x 234mm
7666 2186 x (981 mm BI2 x 1981mm BI1 x 198Imm BI2 x 1981 mm
7670 2286 x 2134mm B2 x 234mm B2 x 1134mm BI2 x 2134mm
8066 2438« 1981mm 2464 x 1981mm 2464 x 1981mm 2464 x 198 Imm
8070 1438 x 23dmm 2464 x 234mm 64 x 234mm 64 x 2134mm

FITTING FRAMES TO THE BRICKWORK
Frames may be fitted within or belind the brickwork. Fitting behind the brickwork if the garage length allows, will increase the drive-through width by up to | 14 mm (412').

A 19 mm % 19 mm weztherbead should always be fitted to the under-side of the door frame fintel in front of the door to hide the top gap.This feature is integral on the
Henderson garage doors Quick-fit steel frame.

Canopy doors are quick and easy to install and take up less space in the garage when opening,

Canopy lifing gear is available for single sized doors up to 2438 mm (8'0") wide and 2134 mm (/'0") high only.












